AUDIO/VIDEO STEREO RECEIVER 
AN R-V 7040 
INSTRUCTION MANUAL 
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Introduction 


For the USA 


Your choice of this product indicates that you are a devotee 
to excellence in sound reproduction. 

We appreciate your patronage and take pride in the long tradi- 
tion of quality components that our company represents. 
So that you can get the most out of your unit, we suggest that 
you take the time to read through this manual before you hook 
up and operate your system. This will acquaint you with oper- 
ating features and system-connection considerations so that 
your listening pleasure will be enhanced right from the start. 
You will notice that in all aspects of planning, engineering, 
styling, operating convenience and adaptability we have sought 
to anticipate your needs and desires. 

Keep this manual handy for future reference. 


For your records 


Record the serial number, found on the back of the unit, in 
the spaces designated on the warranty card, and in the space 
provided below. Refer to the model and serial numbers 
whenever you call upon your dealer for information or service 
on this product. 

Model ___. ss :—C*‘CSrrrial Number 


Unpacking 


Unpack the unit carefully and make sure that all accessories 
are put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. if your 
unit is damaged or fails to operate, notify your dealer immedi- 
ately. If your unit was shipped to you directly, notify the ship- 
ping company without delay. Only the consignee (the person 
or Company receiving the unit) can file a claim against the car- 
rier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 
the future. 


Contents 


introduction 
A Before applying power 
Safety precautions 


A\ IMPORTANT SAFEGUARDS 
System connections 

FM DE-EMPHASIS/CHANNEL SPACE switch 
System control operation 
Controls and indicators 
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Note to CATV system installer: 
This reminder is provided to call the CATV system installer's at- 
tention to Article 820-40 of the NEC that provides guidelines for 
proper grounding and, in particular, specifies that the cable 
ground shall be connected to the grounding system of the build- 
ing, as close to the point of cable entry as practical. 


Accessories 
FM indoor antenna 


Antenna adaptor 
(75 Q/300 Q) 
(Except for some areas) 


Batteries 
(R6 or AA) 


CO 


AC plug adaptor 
(except for some areas) 


For the unit with a European 
AC plug in areas other than 
Europe. 


Caution: Read the pages marked A carefully to ensure safe operation. 


Operation of remote control unit 
Basic operation 

Listening to broadcasts 

Operation with video components 
DOLBY 3 STEREO 


In case of difficulty 
A Specifications 


A\ Caution: Read this page carefully to ensure safe operation. 


Before applying power 


For the U.S.A. and Canada 


Important! 
Units shipped to the U.S.A. and Canada are designed for opera- 
tion on 120 volts AC only. 


CAUTION: To PREVENT ELECTRIC SHOCK DO NOT USE 
THE AC PLUG WITH AN EXTENSION CORD, RECEPTACLE OR 
OTHER OUTLET UNLESS THE BLADES CAN BE FULLY IN- 
SERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


Important! 


Units shipped to the U.K. are designed for operation on 
240 volts AC only. 


The mains plug must be removed from the wail socket prior 
to any internal examination. 


The wires in this mains lead are coloured in accordance with 


the following code: 
Neutral 


The wires in this mains lead must be connected to the termi- 
nals in the plug as follows: 


Wire colour Plug terminal marking 


N or Black 
L or Red 


Brown to 
Live 


Neutral wv) 
Plug 
Notes: 
1. If a 13-amp plug is used, this must be fitted with a 5-amp 
fuse. 


2. If a 3-pin plug with earthing contact is used, no wire must 
be connected to the E terminal. 


Safety precautions 


For Australia and Europe 


Important! 
Units shipped to Australia are designed for operation on 240 V 


AC only. 


Units shipped to Europe are designed for operation on 230 V 
AC only. 


For other countries 


Important! 
Units shipped to countries other than the above countries are 
equipped with an AC voltage selector switch on the rear panel. 
Refer to the following paragraph for the proper setting of this 
switch. 


AC voltage selection 

This unit operates on 110-120 or 220-240 volts AC. The AC 
voltage selector switch Type A or Type B on the rear panel is 
set to the voltage that prevails in the area to which the unit 
is shipped. Before connecting the power cord to your AC out- 
let, make sure that the setting position of this switch matches 
your line voltage. If not, it must be set to your voltage in ac- 
cordance with the following direction. 

Note: 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector 
switch. 


AC voltage selector switch 


AC220V~ AC240V~ 


—_ 


L i 


AC110V- < AC220V- 
120V ~ 240V ~ 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


CAUTION 


Hint GF ECR O TRE SEICGE K 
Dar Vat ape y 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK}. NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED ‘‘DANGEROUS VOL- 
TAGE’ WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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IMPORTANT SAFEGUARDS 


A\ Caution : Read this page carefully to ensure 


safe operation. 


Please read all of the safety and operating instructions 
before operating this unit. For best results, follow all 
warnings placed on the unit and adhere to the operat- 
ing and use instructions. These safety and operating in- 
structions should be retained for future reference. 


1. Power sources — The unit should be connected 
to a power supply only of the type described in the 
operating instructions or as marked on the appliance. 


2.Power-cord protection — Power-supply cords 
should be routed so that they are not likely to be 
walked on or pinched by items placed upon or 
against them, pay particular attention to cords at 
plugs, convenience receptacles, and the point where 
they exit from the unit. 


Never pull or stretch 
the cord. 


3.Grounding or polarization — The precautions 
should be taken so that the grounding or polariza- 
tion means of this unit is not defeated. 


4. Ventilation — The unit should be situated so that 
its location or position does not interfere with its 
proper ventilation. 

To maintain good ventilation, do not put records or 
a table-cloth on the unit. Place the unit at least 
10 cm away from the walls. 

Do not use the unit on a bed, sofa, rug or similar 
surface that may block the ventilation openings. 


5. Water and moisture — The unit should not be 
used near water — for example, near a bathtub, 
washbowl, kitchen sink, laundry tub, in a wet base- 
ment, or near a swimming pool, etc. 


6. Temperature — The unit may not function pro- 
perly if used at extremely low, or freezing tempera- 
tures. The ideal ambient temperature is above +5°C 
(41°F). 


4 KR-V7040 (En) 


7.Heat — The unit should be situated away from 
heat sources such as radiators, heat registers, 
stoves, or other units (including amplifiers) that 
produce heat. 


8. Electric shock -— Care should be taken so that ob- 
jects do not fall and liquid is not spilled into the en- 
closure through openings. If a metal object, such as 
a hair pin or a needle, comes into contact with the 
inside of this unit, a dangerous electric shock may 
result. For families with children, never permit chil- 
dren to put anything, especially metal, inside this 
unit. 


9.Enclosure removal — Never remove the en- 
closure. If the internal parts are touched accidentally, 
a serious electric shock might occur. 


10. Magnetic fields — Keep the unit away from 
sources of magnetic fields such as TV sets, speaker 
systems, radios, motorized toys or magnetized 
objects. 


11. Cleaning — Do not use volatile solvents such as 
alcohol, paint thinner, gasoline, or benzine, etc. to 
clean the cabinet. Use a clean dry cloth. 


A\Caution : Read this page carefully to ensure safe 


operation. 
12. Carts and stands — An appliance and cart com- ductors, location of antenna-discharge unit, connection 
bination should be moved with care. Quick stops, to grounding electrodes, and requirements for the 
excessive force, and uneven surfaces may cause grounding electrode. See Figure. 


the appliance and cart combination to overturn. 


EXAMPLE OF ANTENNA GROUNDING AS PER 
NATIONAL ELECTRICAL CODE 


ANTENNA 
DISCHARGE UNIT 
(NEC SECTION 810-20) 


ELECTRIC 
SERVICE 


1 i EQUIPMENT 
13. Nonuse periods — The power cord of the unit : So unEwe CONDUC 
should be unplugged from the outlet when left un- pes GROUND CLAMPS 
used for a long period of time. pai POWER SERVICE GROUNDING 
NEC — NATIONAL ELECTRICAL CODE (NEC ART 250, PART H) 
14. Abnormal smell —_ |f an abnormal smell or smoke 
is detected, immediately turn the power OFF and pull 18. Power lines — An outdoor antenna should be lo- 
out the power cord. Contact your dealer or nearest cated away from power lines. 


service center. 
POWER OFFI! 19. AC outlets — Do notconnect other audio equip- 
ment with a power consumption larger than that 


specified to the AC outlet on the rear panel. Never 
connect other electrical units, such as an iron or 
toaster, to it to prevent fire or electric shock. 


15. Damage requiring service — The unit should be 
serviced by qualified service personnel when: 


A. The power-supply cord or the plug has been 
damaged; or 

B. Objects have fallen, or liquid has been spilled into 
the unit; or 

C. The unit has been exposed to rain; or 

D. The unit does not appear to operate normally or 
exhibits a marked change in performance; or 

E. The unit has been dropped, or the enclosure 
damaged. 


16. Servicing — The user should not attempt to ser- 
vice the unit beyond that described in the operating | 
instructions. All other servicing should be referred 
to qualified service pérsonnel. 


17. Outdoor antenna grounding — If an outside an- 
tenna is connected to the receiver, be sure the an- 
tenna system is grounded so as to provide some 
protection against voltage surges and built up stat- 
ic charges. Section 810 of the National Electrical 
Code, ANSI/NFPA 70, provides information with 
respect to proper grounding of the mast and sup- 
porting structure, grounding of the lead-in wire to 
an antenna discharge unit, size of grounding con- 


Notes: —— = : 

1. Item 3 is not required except for grounded or polarized equipment. 

2. Item 17 and 18 are not required except for units provided with antenna terminals. 
3. Item 17 complies with UL in the U.S.A. 
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System connections 
ie TE ST Ee SP SN NA SS eee Er BE TET 
Make connections as shown in the diagram below. When connecting the related system components, refer also to the 


instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


M@ Connection of audio components 
For the connection of video components, please refer to page 22. 


Center speaker Rear speakers Speaker system A Speaker system B 
Right Left Right Left Right 


e 
‘ 
9 


FM DE-EMPHASIS/ 
CHANNEL SPACE switch 
(Except for some areas.} 
for voltage = 
Refer to the "Antenna SereclOk Swit 
connections" section. (Except for some 
areas.) 
° AC outlets for U.S.A. and CANADA 
For U.K and Roe Pe eee ee a eee re] 
Europe areas qs B awe To AC 
#4 Vimy me mechan outlet 
te as AC outlets 
6 5) 5 


For other 
countries 


[| Refer to the “Setting 
the speaker IMPEDANCE 
SELECTOR" section. 


Refer to the 
“System control 
operation section. 


SPEAKERS 
(2ORS 4-0 2 ano E 818g} 


Tape deck 2 


Tape deck 1 


Notes: 


1. Connect all cords firmly. If connections are loose there could be loss of sound or noise produced. 

2. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 

3. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging/unplugging connec- 
tion cords without removal of the power cord can cause malfunctions or damage to the unit. 
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Connection of speakers 


Speaker terminals for general 


D Push lever down. Q@lnsert cord. @) Lock lever. 
>| - = 
NM 


Front speaker terminals for Europe 


@ Turn counterclock- @ insert cord. @ Turn clockwise 
wise to loosen. te secure cord. 


@ Never short-circuit the + and - speaker cords. 
@ If the left and right speakers are connected inversely or if the speaker cords are connected with reversed polarity, the sound be- 
comes unnatural with ambiguous acoustic image positioning. Be sure to connect the speakers and speaker cords correctly. 


Setting the SPEAKER IMPEDANCE SELECTOR 


According to the impedance of the speakers used, set the 
artes IMPEDANCE SELECTOR SPEAKER IMPEDANCE SELECTOR on the rear panel as shown 
LESS THAN 82 AorB: in the table. 

AandB:8QORMORE | 8Q0R MORE 
[ O] @ During speaker system connection and operation of the 
= SPEAKER IMPEDANCE SELECTOR, set the POWER switch to 
SURROUND ON OFF. 
Aor B 8Q OR MORE 

@ When the IMPEDANCE SELECTOR is in| _Il] position, sound 

is not output from the center and rear speakers. 


@ When Surround speakers are not connected @ When Surround speakers are connected 


Usable speaker Selector Usable speaker Selector 
impedance position impedance position 


When speakers A and B are connected ¥ 
The impedance of the front speakers 


A and B, center speaker and rear 


The impedance of both speakers speakers should be 8 Q- 16 Q. 


should be 8Q —- 16Q. 


When speakers A or B are connected 


When the impedance of the When both of SPEAKERS A and B keys are ON, pressing 
speakers is 8 Q-16Q the PRO LOGIC key or 3 STEREO key switches the speak- 
ers key setting to AON alone. If the B key is pressed now, 
the SPEAKERS key setting will be switched to B ON 


When the impedance of the alone. 
speakers is4Q-6 Q 
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System connections 


Connection of antennas 


@® Push the lever. @ Insert the conductor. @ Return the lever. 


e 


The supplied antenna is for indoor use. Place it as far as possible from the main system, TV set, speaker cords and power cord, and set it 
to a direction which provides the best reception. 


Antenna stand 


If the reception is poor when the AM loop antenna is used, distribute a vinyl-coated wire of more than 6 meters outdoors, without discon- 
necting the loop antenna. 


M@ FM indoor antenna connection 


The supplied antenna is for indoor use. For stable reception, remove the indoor antenna after installing an outdoor antenna as soon as 
possible. 


@ Find the position that provides best reception. 
@ Fix two ends, C 


Hi FM outdoor antenna connection 


8 


It is recommended to install an exclusive FM outdoor astenna to capture FM broadcasts with high sound quality. Use a coaxial cable for 
the connection between the outdoor antenna and FM ANTENNA terminal on the rear panel. 
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M 75Q coaxial cable connection (For U.K. and Europe) 


® Arrange the coaxial cable as illustrated. @ Open the antenna adaptor. @ Remove the inner conductor from the 
Open the claws with the fingers to groove of pole ® and insert it in the 
release the lock and pull out the cover. groove of pole ® . 


rane shield inal 
(Braid) conductor: 


FM DE-EMPHASIS/CHANNEL SPACE switch 
(Except for some areas) 


The FM DE-EMPHASIS/CHANNEL SPACE switch on the rear panel 
is set to the correct setting that prevails in the area to which the eNreaeis 
unit is shipped. However, if the FM DE-EMPHASIS/CHANNEL : 
SPACE setting is not matched to the area where the unit is to be 1| U.S.A., Canada, and FM : 100 kHz 75 MS 
used; for instance, when you move from area 1 to area 2 or vice South American AM: 10 kHz 


versa, desired reception of AM/FM broadcasts is not expected. In countries. 
this case, change the FM DE-EMPHASIS/CHANNEL SPACE setting : ; 
in accordance with the area corresponding to the table. The FM Ae pata 
DE-EMPHASIS is switched over at the same time. : f 
@ When changing the setting of the FM DE-EMPHASIS/CHANNEL 
SPACE switch, first disconnect the power cord, then reset the 
channel space switch, connect the power cord again during 
pressing the TUNER key of the input selector, and turn the pow- ee CHANNEL SPACE 
er on. AM FM 
When activating the CHANNEL SPACE switch, the preset mem- 5Ous a A okHz — 50kHz 


ory contents of the tuner and the set up memory contents of 75us YiOkHz  100kHz 
the SURROUND function will be lost. 
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System control operation 


Connection 


Using the system control cords provided with KENWOOD system component models, make connections as shown 
below. 


Turntable 


For a cassette deck to "<a 
be subject to system tea 
control operation, it ror)" 


must be connected to 


HOOre 


ne 
uss Tuas 
Aandi BO OM MORE Bo OA MORE 


To AC 
outlet 


the TAPE 1 jacks. 


/ SIO 

F/ (il 
1 
# 


System control connection 


_—- 


10 


Be sure to insert the system control cord plugs fully into the 
SYSTEM CONTROL terminals. 

If the system control cord and audio cords are not connected 
properly, the automatic system governing remote control and 
system functions will not operate. 
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§ Cassette deck 


CD player 


Operation 


By connecting this unit to KENWOOD cassette deck, CD player, 
and turntable models equipped with system control jacks, the 
following integrated operation features become available. 


1. Automatic play operation 
When starting play with the turntable, cassette deck, or CD 
player connected to the receiver, press the desired input se- 
lector keys on the receiver. The turntable, cassette deck, or 
CD player will automatically enter play mode. 

In the same way, pressing the play key of turntable, cas- 
sette deck, or CD player will automatically switch the input 
selector on the receiver to the component on which the 

Play key is pressed. 


. Synchro recording 
To record the sound from the CD player or turntable on a 
tape with the cassette deck, press the CD or PHONO of the 
input selector keys and load a CD or record. Set the cas- 
sette deck to rec pause mode, then press the PLAY 
(START) key of the CD player or turntable. The cassette 
deck will start recording automatically, synchronized with 
the CD player or turntable starting play. 


Remote control 
The remote control unit provided with this unit, to which a 
KENWOOD system turntable, cassette deck, or CD player is 
connected, is equipped with related control keys, The relat- 
ed components can be controlled used these keys. 


L 


Controls and indicators 


TAPE 2 indicator Dolby PRO-LOGIC indicator MEMORY indicator 


VIDEO input indicator Dolby 3 STEREO indicator TUNED indicator 


[QGPRO - LOGIC | 
MEMORY 


Ce 


Information display 
Tuning band indicator @ Tuning frequency and preset number STEREO indicator 

@ Broadcasting name 

@ Input source name 

@ Center, Rear speaker level 


AUTO indicator 


Display 
_@ Delay time 
Dolby PRO-LOGIC key LINE STRAIGHT key/ 
indicator 
Remote sensor 
SU DHeS! key/ VOLUME CONTROL 
POWER key a aeaty anoe 
BYPASS key Dolby 3 STEREO key TUNING key 


STAND BY SPEAKER 
indicator A, B indicator 


Be eee 


7 = Ce 
O 
Ne 
STANO BY = 


(MONITOR) 
aces 


VOLUME FONTROL 


ON STAND BY 
SPEAKERS 


CENTER 
z z 


BALANCE LOUDNESS INPUT BALANCE 
4 


Dol D 

OES REAR LEVEL key a INPUT BALANCE 
Ee Tone control knobs CENTER LEVEL CHARACTOR ke control knob 

BASS key ‘| LLouDNEss 

TREBLE DIRECT key control knob 

BALANCE 
DELAY TIME key DISIE REY control knob 
CENTER MODE key MEMORY key 


Input sel 
put select keys BAND key P.CALL key 


SPEAKER A and B keys 


A,BOFF @ This position silences all speakers to permit pri- SPEAKERS 
vate use of headphones. A 
AON @ Activates speakers connected to the SPEAK- 3 re) 
ERS A terminals on the rear panel. A SPEAKERS B 
BON @ Activates the speakers connected to the 
SPEAKERS B terminals on the rear panel. 
A,BON @ Activates the speakers connected to the 
SPEAKERS A and B terminals simultaneously. 


@ When both of SPEAKERS A and B keys are ON, pressing the 
PRO LOGIC key or 3 STEREO key switches the SPEAKERS key 
setting to A ON alone. If the B key is pressed now, the SPEAK- 
ERS key setting will be switched to B ON alone. 
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Operation of remote control unit 


In addition to the remote control of the receiver unit, the provided remote 

control unit can contro! a KENWOOD cassette tape deck, CD player, turnta- : ; 
ble, graphic equalizer, etc., connected via the KENWOOD system control ie Loading batteries 
cords. 


1 Remove the cover. 


Double cassette deck 


Turntable 


Graphic equalizer ics Insert two AA-size (R6/SUM- | 
iad bl 3) batteries as indicated by 


I | ae L | cane the polarity marking. 
1 il! I it ee oO — a a 


M@ Operation procedure 


Plug the power cord of the system into an AC wall outlet, and Remote contro! light sensor 
press the key on the remote control unit to turn the on the main system 
power on. 

When the power is turned on, press the key of the source com- 

ponent to be operated. 


Approx. 6m 


@ When two operation keys on the remote control unit are 
pressed successively, press each key securely reserving an Remote contro! unit 
interval of more than 1 second for each press. 

@ Be sure to read the instruction manuals of the components 
connected via the system control cords. 


Operating range 


Notes: 

1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance becomes gradvally shorter, replace both batteries with new ones. 

3. Malfunction may occur if direct sunlight or the light of a high-frequency light (fiuorescent lamp) enters the remote control light sensor. In 
such a case, change the system installation position to prevent malfunction. 
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TUNER operation keys 
BAND: Switches the bands. 
P. CALL: Recalls the preset stations. 
DIRECT: In conjunction with the numeric 
keys, tunes stations directly. 


CD player operation keys 


Operate the CD player. 

DISC: The DISC key can be used as the 
disc selector key of a multi-disc 
player with a disc changer. 

For details, read the instruction 
manual provided with the CD 
player. 


Surround operation keys 
The functions of the keys marked 
the following illustration can be operated 
from the remote control unit only. Read 
page 26 for details. 


BYPASS PRO LOGIC 3 STEREO 


SURROUND TEST TONE 
MEMORY M oO 


Input selector keys ( 
Switches the input selector on the ampilifi- 


ef, 


KENWOOD 


REMOTE CONTROL UNIT 


MUTE key 


Press to reduce the volume temporarily. 
During operation, the indicator on the 


POWER key 


Tape deck operation keys 
Two sets of operation keys, the TAPE A 
and TAPE B keys, allow to operate a dou- 
ble-deck type cassette tape deck. Use 
the TAPE B keys if your cassette tape 
deck is of the single-deck type. 


Numeric keys 

When the CD source is selected, these 
keys can be used as the numeric keys of 
the CD player. 
When the TUNER source is selected, 
they can be used as the numeric keys of 
the tuner. 
How to enter numerals: 

For 23 press twice and 

For 40 press four times and [0 | 


Graphic equalizer operation keys 
M.CALL: Every time the key is pressed, 
the equalizer patterns are re- 
called from memory. 
EFFECT: This key turns the graphic equa- 
lizer effect ON/OFF. 


VOLUME CONTROL keys 
Adjust the volume. During operation, the 
VOLUME CONTROL knob on the front 
panel turns and the indicator on the knob 
blinks at high speed. 


Surround level control 
keys 

CENTER LEVEL 

REAR LEVEL 

DELAY TIME 


VOLUME CONTROL knob blinks. Press to switch the power ON/OFF. 
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Basic operation 


Display VOLUME 
CONTROL 


Input select keys 


Tone controls BASS / TREBLE 


: a PHONES jack 
Mi Basic operation 


LOUDNESS control 
BALANCE control 


1 Press the POWER key to ON. | 4 Adjust the volume. 
POWER | 


Main unit Remote control unit 


VOLUME CONTROL 
1213!4151617 15 
1 


VOLUME 
CONTROL 
2 Select an input source. 


v7] 


trie: 4 


@ When the volume is adjusted from the remote control unit, the 


VOLUME CONTROL knob on the main unit rotates while the 
point indicator is blinking. 
The source name characters appear on the display. 


VIDEO 2 VIDEO 1 TAPE 2 TAPE 1 TUNER PHONO 


5 Adjust the left and right volume balance 


CENTER 
BALANCE 


@ When the cassette deck, CD player and turntable are connected 
via the system control cord, any of these source components 


starts to be played automatically when the corresponding input 
selector switch is pressed. 


6 Adjust the tone. 
3 Play the source component. 


BASS 2 FLAT 9 TREBLE 2 FLAT 2 


4 
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—@ To mute the sound temporarily M@ Listening through headphones 


REMOTE CONTROL ONLY 


Press the MUTE key on the remote control unit. 


VOLUME CONTROL 
iit! 5161715 
1 


@ The indicator on the VOLUME CONTROL knob on the 
front panel blinks. 
@ Pressing the key again resumes the previous volume. 


Note on LOUDNESS control 


Listening at high volume allows to enjoy dynamic sound, but hu- 
man ears tend to feel low frequencies insufficient when listen- 
ing at low volume. When the VOLUME CONTROL is set to a 
low position, the insufficiency of low frequencies felt by human 
ears can be compensated by turning the LOUDNESS control 
clockwise. 

Enhances low frequencies. 


LOUDNESS 


@ The effect of LOUDNESS control is less sensible if the VOL- 
UME CONTROL is sei to the "5" position or above. 


1 Insert the headphone plug into the 
headphones jack. 


@ Set the SPEAKERS switch so that both speaker systems A 
and B are OFF. 


2 Adjust the volume. 


VOLUME CONTROL 


@ Be sure to minimize the volume before unplugging the head- 
phone plug. 


Notes: 

1. When the TAPE 2 key is set to ON, the source selected with 
the INPUT SELECTOR cannot be heard from the speakers. 
To listen to a source other than cassette deck 2, be sure to 
set the TAPE 2 key to OFF. 

2. The source selected with the INPUT SELECTOR is backed 
up for a few days even when the power cord is unplugged. 
After this period, the tuner is automatically selected when 
the power is supplied. 


STAND BY mode of POWER switch 


When the power cord of this system is plugged into an AC 
outlet, the STAND BY indicator lights up regardless of the 


ON/OFF setting of the POWER switch. This indicates that a 
small amount of current is being supplied to the unit to back up 
the memory contents. This mode is referred to as the Stand By 
mede. While the STAND BY indicator is lit, the power of the 
system can be switched ON/OFF from the remote control unit. 
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Basic operation 


M@ Operation of CD DIRECT playback 


The digital sound of Compact Disc features an ideal 
reproduction characteristics, and the sound quality 
provided by CD can be reproduced with least 
degradation by means of the CD direct playback function. 


1 Press the CD DIRECT key. 


CD DIRECT 
Lights up. 


12) 
LINE STRAIGHT CD DIRECT 


2 Play the CD player. 


PLAY/PAUSE 
>/i 


@ The CD DIRECT selection is given priority to any other source 
being selected by the INPUT SELECTOR. 


To cancel the CD DIRECT playback function. 


Press the CD DIRECT key again, or select the INPUT SELEC- 


7 TOR. 
CD DIRECT 


a @ CD DIRECT indicator goes off. 


Note: 


KENWOOD smo wore sreago mtctven xm dreds 


LINE STRAIGHT indicator 
CD DIRECT indicator 


TAPE 1 key 


TAPE 2 key 


Input select keys LINE STRAIGHT key 


H@ Operation of LINE STRAIGHT 
playback 


This CD, with least degradation of sound quality. 


1 Select an input source. 


2 Press the LINE STRAIGHT key. 


LINE STRAIGHT 


30% fe) 


LINE STRAIGHT CD DIRECT 


3 Play the input source. 


| To cancel LINE STRAIGHT playback function. 


Press the LINE STRAIGHT key again. 
LINE STRAIGHT 


@ CD DIRECT indicator goes off. 


During CD DIRECT or LINE STRAIGHT playback, the tone controls do not function, 
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M@ Ordinary tape recording 


Select the source to be 
recorded. p Pa ryan 


LJINLS 


Record-pause mode 


3 Play the source component to be recorded, 
and start recording it on the cassette deck. 


Recording starts. 


@ In case of tape dubbing (TAPE 1 > TAPE 2), play the cassette 
deck connected to TAPE 1 and record on the cassette deck 
connected to TAPE 2. 


Mi Listening to CD while recording 
another source 


1 Select the source to be recorded. 


2 Play the source to be recorded. 


™@ Tape dubbing (TAPE2 » TAPE) 


1 Press the TAPE 2 key. TApEa 
! ee 


VIDEO 1 


TAPE2!} lights up. 


2 Select a source other than TAPE 1. 


PHONG 


3 Play cassette deck 2 and start recording on 
cassette deck 1. 


Play cassette deck 2. Start recording on deck 1. 


@ Do not select TAPE 1 while dubbing. 


Note: 
For the tape-to-tape dubbing procedure using a double-deck 


type cassette tape deck, please read the instruction manual pro- 
vided with the double-deck type cassette tape deck. 


Start recording on the cassette 
deck connected to the TAPE 1 jacks. 


Recording starts. 


4 Press the CD DIRECT key. 
CD DIRECT 


° 505 


LINE STRAIGHT CD DIRECT 


CD DIRECT indicator lights up. 


6) Play the CD player. 


@ No other source can be selected until the cassette deck record- 
ing is stopped. 

@ The source name on the display remains the same, i.e, the name 
of the recorded source. 
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Listening to broadcasts 


M@ Receiving broadcast stations and 
storing them in memory (preset 
operation) 


1 Press the TUNER key. 


@ Previous reception mode is resumed. 
@ Pressing the BAND key also set the unit to tuner mode. 


2 Select the broadcast band. 


Each time the BAND key is pressed, reception 
band changes between FM and AM. 


3 Select the tuning mode. 
lights up. 


@ Normally, select the auto mode eae oy se 


(with AUTO lighted). 


Press the key to select the auto (AUTO lighted) or 
manual (not lighted) mode. 


4. Tune the desired station. 
V_TUNING A 


To decrease To increase 
frequency frequency 


Auto tuning mode Manual tuning mode 


@ The TUNED indicator lights up when a station is received. Press once. (Tuning Press repeatedly, or press and 
@ Use manual tuning mode when the radio wave is weak and stops automatically hold, until the desired station is 
noisy. At this time, the stereo FM broadcast is received in when a station is received.) | received. 
monaural mode. 


Ls) Store the station in preset memory. 


MEMORY 
@ Press the MEMORY key. fh lights up for approx. 5 sec. 


@ Proceed the steps 2 while the | MEMORY] indicator is lighted. 


@ Press the numeric key. 


Ex.} To select preset No. 3: 
BAND V TUNING A +10 
To select preset No. 13: oo Co 
1 
To select preset No. 20: 


2 3. 4 5 
Co Co Cy Coy oS 
6 7 8 9 fe) 
Ea) Ea) fo Cog 
@ Up to 20 stations can be preset at random, regardless 
of the reception band. 
@ When a station has previously been preset under the 


numeric key pressed, the newly preset station replaces 
the previous station. 


When preset No. 13 is selected. 
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M@ Receiving a preset station M@ Direct tuning of radio stations 


If you know the frequency of the desired station, it can 
be received directly by inputting the frequency using 
the numeric keys. 


Select the desired station. 
1 Select the broadcast band. saan 


Ex.) To select preset No. 3: 
To select preset No. 13: [+10]-[__ 3] 
To select preset No. 20: [+10]>[+10]-[_ 0] 


Each time the BAND key is pressed, 
reception band changes between FM 
and AM. 


BAND V_TUNING A +10 
Bo). Ce 


1 2 3 4 5 
Co co Co CoCo 


6 7 8 9g O 
dy 


@ The frequency of the station received will be displayed. 


2 Press the DIRECT key. 
DIRECT 


3 Input the frequency of the desired station 


by pressing the numeric keys. 


M@ Listening to all preset stations in 


sequence (PRESET CALL) os * SS 
1 2 3 4 
moog 
Press the P. CALL key. — rye = 0 


Example of input 


Desired station Order of pressing numeric keys 
{100 kHz space} | 
FM 90 MHz 
(50 kHz space) 
FM 102.5 MHz 


@ Preset stations are received in order of 1 273... 10... 
20 every time the key is pressed. 


Last channel memory 


When the tuner's band selector is switched or when the input 
selector is switched from another source to TUNER, the 
last received station is recalled for each of FM, AM when the 
receiver power is switched ON. 
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Listening to broadcasts 
a a a a ST PE TO USE TS. SRP 


M@ Displaying station names 


Station names composed of up to four digits of characters and/or symbols can be displayed on the tuner display. 
Example: To receive FM 98.80 MHz, input its name with characters "CBE", and preset them under numeric key/3|. 


1 Receive FM 98.80 MHz, and enter the character input mode. 


DOBG 


V TUNING A CHARACTER 


2 Select the characters to be displayed with that station. 
@ Display the desired character. Types of characters that can 


V TUNING A be innput 


After having pressed the CHARACTER 
key, press the TUNING key to display 
the characters available. 

@ Establish the selection. 


DIGIT ee ee | 
L 
tr : 98765....3210 
Blinking digit change to the next digit. 
Blank position 
@ Repeat steps 1 and 2 until ail of the required characters have 
been input. 


@ To select "C’, press the UP segment three times. 
@ To insert a space, simply press the DIGIT key. 


3 End the character input. 
CHARACTER 


@ The character input also terminates automatically when fourth character has been input. 
@ Press the CHARACTER key to terminate character input with three characters or less. 


4. Preset them under key[3]. 


(D Press the MEMORY key. @ Press numeric key[3 |. 


MEMORY 


MEMORY| lights up. MEMORY| goes off. 


Press while | MEMORY |is lighted. 
(End of preset) 


20 kR-v7040 (En) 


TUNING key 


M@ Changing a station name 


Example: To change station name "FHN8" preset 
with AM (MW) 810 kHz frequency under 


key] 2}to "FEN". 


2 Move the blinking digit to the second digit. 


3 Select "E" with the TUNING key. 
V TUNING A 


4 Move the blinking digit by two digits. 


B select the blank with the TUNING key. 
V TUNING A 


6 Preset the new name under numeric key] 2| : 


@ Press the MEMORY key. 


MEMORY 


MEMORY] lights up. 


Che 


ee 


. . 
rare ane 2 
i 
a eae ” 
papers 4 
= r : . 
a ; 
fS) —s— : 
= a 
Peres ‘oun, PONCE COVENESS | PAT a ANCE 
ey SS bY "i 
5 . 
: Oe 


eR 


MEMORY key Numeric keys 
DIGIT key CHARACTER key 


CHARACTER 


Vy 


FEMS 


@ Press numeric key 2]. 


MEMORY] goes off, 


Press while [MEMORY |is lighted. 


(End of preset) 
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Operation with video components 


For the connections and operations, also read care- : 

fully the instruction manuals supplied with the video nen connect fe Nee ae prayed NAvINg<syateln 

components to be connected. control terminal, do not connect anything to the system con- 
trol terminal of the LD player. 


AUDIO OUT 


VIDEO IN 


Monitor TV VIDEO 2 key VIDEO 1 key 


™ Playback of video tape HM Recording of video source 


1 Connect the video source component to be 


1 Switch the power of the monitor TV ON. recorded to the VIDEO 2 jacks. 


@ A video player deck, video camera, LD player, DBS tuner, etc., 
can be connected. 


2 Press the VIDEO 1 key. 2 Press the VIDEO 2 key. 
VIDEO 1 lights up. VIDEO 2 lights up. 


VIDEO 2 VIDEO 1 : VIDEO 2 VIDEO 1 


The display shows the The display shows the 
present audio input. present audio input. 


@ When an input selector key other than VIDEO 1 is pressed, @ When an input selector key other than VIDEO 2 is pressed, 
the audio input of the selected source will be played in place the audio input of the selected source will be played in place 
of the audio input from VIDEO 1. of the audio input from VIDEO 2. 


3 Play the VCR. 3 Piay the video source component. 


| 4 Adjust the volume. | 4. Put the VCR in the record mode. 
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DOLBY 3 STEREO 


The Dolby 3 Stereo mode allows to enjoy "Dolby Sur- 
round" movies, etc., by combination of the front and 
center speaker sounds. The main effect of this mode is 
to provide a secure positioning of the center channel 
sound, such as words. 


Precaution 
If the SPEAKER IMPEDANCE SELECTOR at the rear is set to 


“A or B8 Q OR MORE", the DOLBY SURROUND mode or 
DOLBY 3 STEREO mode cannot be obtained. 


m (C3 STEREO balance adjustment 


Remote control unit only 


1 Press the I)[] 3 STEREO key. 00 3 STEREO 


2 Select the center mode. 
CENTER 
MODE 


@ The center mode is switched between NORMAL - WIDE 
every time the CENTER MODE key is pressed. 

@ Refer to step 2 on page 25 for proper selection of center 
mode. 


3 Generate the test tone. 


ON/OFF MODE Espk Cspk. Rap 


= 


@ The speaker generating the test tone is changed every time 
the MODE key is pressed. 


4 Adjust the center speaker volume. 


Adjust the center speaker vol- = CENTER BEVEL: 


ume. 

7 Adjust so that the level of the 
center speaker is equal to that 
of the left and right speakers. 


5 Stop generating the test tone. 


ON/OFF 


Press the TEST TONE ON/ 
OFF key on the remote 
7 control unit. 


: —! 
hoot 
adh 


CENTER MODE key CENTER LEVEL key 


m (1103 STEREO playback 


1 Press the [I)(] 3 STEREO key. 00 3 STEREO 
a ee 


2 Select the center mode. 


CENTER 
MODE 


@ The center mode is switched between NORMAL — WIDE 
every time the CENTER MODE key is pressed. 


3 Play a stereo software program or a Dolby 
surround program. 


@ The 3 STEREO can benefit non surround Programing too. 


4 Adjust the volume and tone. 


To return to normal stereo playback from D0] 
3 STEREO. 


BYPASS 
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hi 


DOLBY SURROUND 


Precaution 
If the SPEAKER IMPEDANCE SELECTOR at the rear is set to 


“Aor B 8 Q OR MORE”, the DOLBY SURROUND mode or 
DOLBY 3 STEREO mode cannot be obtained. 


@ Dolby Surround field adjustment 


Remote control unit only 


First, set the sound balance for use in Dolby Surround 
playback by also using the remote contro! unit. 


1 Switch Dolby Surround ON. 


Oo PRO-LOGIC 
NOR TAL 


2 Select the center mode. 


CENTER 
MODE 


@ Refer to step 2 on page 25 for proper selection of center mode. 


3 Generate the test tone. 


ON/OFF 


The speaker generating the noisy 
test tone is changed every time 
the MODE key is pressed. 


In NORMAL or WIDE mode: 
Test tone moves in the following order. 


[_ Left —» Center —> Right—> isan 


In PHANTOM or C-OFF mode: 


Test tone moves in the following order. 


pees Right—> ay 
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BYPASS key 


O00 PRO-LOGIC key 


CENTER MODE key 
CENTER LEVEL key 
REAR LEVEL key 


BALANCE knob 
DELAY TIME key 


4 Adjust the volume balance. 


= SS LEVEL + — REAR — 


~ 


@ Adjust so that the test tone volumes are the same on all 
speakers. 
@ The level being adjusted is displayed. 


LS) Turn the test tone OFF. 


6 Set the delay time. + DELAY TIME — 


a 


@ Calculate the proper delay time for Dolby Surround by referring 
to the illustration below. 


Example: 

Delay time approx. 16ms 
when A=3m and B=4m 

Delay time approx. 24ms 
when A=4m and B=3m 


Delay time (ms) = 20ms + 3ms (A - B) 
A : Distance of front speaker (m) 
B : Distance of rear speaker (m) 
@ The delay time can be adjusted in the range from 16 to 30 ms. 
@ When one of the DELAY TIME keys is pressed, the delay time 
is displayed and varied in 2.0 ms steps per press the key. 
@ Once a delay time is set, it is automatically held in memory so 
the same delay time is displayed whenever Dolby Surround is 
switched ON later. 


mM Operation of Dolby Surround playback 


When playing a video software program carrying "OO SURROUND" mark, use the following procedure to obtain simi- 
lar Dolby Surround effect to movie theaters. 


OO PRO-LOGIC 


1 Press the PRO-LOGIC key. 


2 Adjust the Dolby Surround input balance. 


@ Play the video software with the Dolby Surround @ Adjust the balance between the left and right | 
mark. inputs. : 


@ Play the scene with a lot of dialogues in the video software INPUT BALANCE 
to be watched, 


@ Set the center mode to the C-OFF. 


Adjust so that the dialogue sound 


CENTER MODE NORMAL—>- WIDE —» PHANTOM ie SC 
| | from the front speakers is minimized. 
L R 


C-OFF 
Every time the key is pressed, the center mode is ® Stop playing the video software. 
switched as shown above, and the name of the 
mode is displayed. 


3 Select the center mode. | | NORMAL—> WIDE —-PHANTOM 
C-OFF ceed 


CENTER MODE 


The display returns to the in- 
put source display in about 5 
seconds. 
PHANTOM 
@ Use this mode when the center speaker is not used. 
@ Even without the center speaker, the signal is processed in a simulated manner to ensure 
proper center image positioning and provide the enjoyment of Dolby Surround. 
C-OFF 
@ Turns the center speaker sound off. 
NORMAL 
@ Use this mode with a center speaker of a compact size. 
@ This improvs the sound positioning of medium and higher frequencies. 
@ Use this mode when the optional CS-7 center speaker is used. 
WIDE 
@ Use this mode with a center speaker of a medium or larger size. 
@ This improves the sound positioning all over the frequency range. 
@ If you cannot identify whether your center speaker is of the medium or compact size, try both 
the NORMAL and WIDE mode and use the one that can provide better sound positioning. 


4 Play Dolby Surround video software. 


@ Play the video software recorded @ Adjust the listening volume, 
with Dolby Surround. Vee CAMEO 


1gidl5t617 
1 1 
iz S19 


Adjust the 
overall volume. 


BYPASS 


zn 


To return to normal stereo playback from Dolby Surround playback. 
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Dolby surround 


LS i a ag eT ie el 


M@ Storing Surround setup in memory 


Remote control unit only 


Setups for DOLBY 3 STEREO and PRO-LOGIC playback 
can be stored in memory and recalled by simple opera- 
tion, Up to four setups can be stored in memory. 


1 Set a sound field for Dolby 3 Stereo or 
Pro Logic playback. 


Set the playback condition referring to pages 23, 
24 and 25. 

The setup contents which can be stored in mem- 
ory are as follows. 


DOLBY 3STEREO ~ CENTER MODE - CENTER LEVEL 


DOLBY PRO-LOGIC - CENTER MODE — DELAY TIME ~ 
CENTER LEVEL — REAR LEVEL 


2 Press the SURROUND MEMORY key on the 
remote control unit. 


SURROUND 
MEMORY 


@ The MEMORY indicator is displayed for 5 seconds; perform 
steps 3 and 4 in this period. 


3 Select a memory number. 


e eas 


The displayed memory No. 
changes every time the 
M.CALL key on the remote 
control unit is pressed. 


4 Store the setup in memory. 


SURROUND : 
MEMORY Wa DED | 


The input source dis- 
play resumes. 


Press again. 
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@ Recalling Surround setup from 


memory 


Remote control unit only 


Select the memory number. 


eaeaniags 


The displayed mernory No. 
changes every time the 
M.CALL key on the remote 
control unit is pressed, 


@ The stored contents with the memory No. being displayed are | 


represented. 


Remote control unit 


<q oe | onde” EG. 
LJ Lj] 


Ba iJ f SURAOUND 
BYP4SS PROLOGIC 3S STEIEO MEMORY M, 


CALL 
CJC) 0) CS Cr Matter 
CENTER 


SURROUND 
MEMORY key 


Surround speakers 


Surround rear speakers and center speaker are necessary for 
full enjoyment of the Dolby Surround effects. 


Surround rear speaker: Enhances the feeling of presence in 
the listening room. 


Center speaker: Clarifies the positioning of words in 
movies or acoustic image of musical 
instruments located on the center. 


@ Connect the optional KENWOOD Surround rear speakers 
and center speaker referring to page 6. 


Arrangement of Surround speakers 

@ Rear speakers can be placed with various arrangements 
according to the listening room size and its reverberation 
characteristics. The example shown in the illustration is a 
typical example among several arrangements which allow 
efficient enjoyment of Surround effects. In addition to it, 
other arrangements are also possible. Please install the 
rear speakers according to your individual taste as well as 
to the listening room. 


Delay time 


As shown in the example of illustration, the sound of piano 
played on the stage attains the ears of listener as a synthesis of 
the direct sound from piano, the indirect sounds which are 
reflected once or twice by the reflectors, ceiling and side and 
back walls, and the reverberation sounds which repeat infinite 
reflections until they fade out completely. 

The indirect sounds always pass through longer routes 
compared to the direct sound. The delay between the direct and 
indirect sounds is called the DELAY TIME, and the level of the 
indirect or reverberated sounds is called the PRESENCE LEVEL. 
The indirect sounds accompanied with delay play a very 
important role in providing better sound effects and the feeling 
of presence of concert halls, etc. The acoustic field also varies 
depending on the speaker arrangement. It is recommended to 
try various delay time setting to obtain the best sound field 
possible. 


Standard speaker arrangement 


— 
— 
~~ 
—" 
— 
oh 


@ The ideal location of the center speaker is on the same 
axis as the front of the TV screen. Please install the 
center speaker above, below or on the side of the TV 
set, for example, so that the best positioning or acoustic 
image can be obtained. 


Example of a concert hall 


Direct sound <-- are delayed sounds. 
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In case of difficulty 
mem ee 


What appears to be a malfunction may not always be serious. If your unit should not perform as expected, consuit the 
table below to see if the problem can be corrected before seeking help from your dealer or service representative. 


Remote control unit 


Symptom 


Remote control operation is not possible. 


@ Replace with new batteries. 

@ Connect properly referring to “System 
connections’. 

@ Operate the remote contro! unit within 

the controllable range. 


@ Batteries are exhausted. 

@ The audio cords and the system control 
cords are not connected properly. 

@ The remote control unit is too far away 
from the main system, controlling angle is 
too large, or there is an obstacle in 
between. 

@ The source component to be operated 
does not contain the analog disk, tape(s) 
or CD. 

@ An attempt is made to play a tape which 

is being recorded in the cassette deck. 


@ Place an analog disk, tape(s} or CD in the 
source component to be played. 


@ Wait until the recording is completed. 


Amplifier section 


Sound is not output. 


@ Connect them properly referring to “Sys- 
tem connections". 
@ Adjust the volume to a proper level. 


@ The speaker cords are disconnected. 


@ The VOLUME is set to the minimum posi- 
tion. 

@ The MUTE key of the remote contro! unit 

is set to ON and the point indicator is 

blinking. 


@ Press the MUTE key to OFF. 


@ Turn the power off, eliminate the short- 


@ Speaker cords are short-circuited. 
circuiting, then turn on the power again. 


No sound comes out, and "PROTECT" is 
shown on the display. 


@ Connect it properly referring to "System 
connections’. 
@ Adjust the Left/Right balance. 


Sound is not output from one of the | @ The speaker cord is disconnected. 


speakers. 


@ The BALANCE control is set to an ex- 
treme position. 


@ Connect them properly referring to “Sys- 
tem connections’. 

@ Set the Dolby Surround or 3 STEREO 
mode. 

@ Adjust the REAR LEVEL and CENTER 
LEVEL controls. 

@ Set the SPEAKER IMPEDANCE SELEC- 

TOR to the SURROUND ON side. 


@ The rear-speaker cords and/or center 
speaker cord are disconnected. 

@ The Surround play mode has not been en- 
gaged. 

@ The REAR LEVEL and/or CENTER LEVEL 
controls are set to the minimum level. 

@ The SPEAKER IMPEDANCE SELECTOR 
on the rear panel is set to the SUR- 

ROUND off side. 


Sound is not output from the Surround 
rear speaker and/or center speaker, or 
the sound is very small. 


@ Insert the audio cord plugs securely into 
the PHONO jacks. 

@ Connect the grounding wire to the GND 

terminal on the rear panel, 


@ The audio cord from the turntable is not 
inserted securely into the PHONO jacks. 
@ The turntable is not grounded. 


A hum noise is generated when the PHO- 
NO input selector key is pressed. 
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Tuner section 


Symptom 


@ Connect an antenna. 
@ Set the broadcast band properly. 
@ Tune the frequency of the desired station. 


Radio stations cannot be received. 


A station which was preset cannot be re- 
ceived by pressing the corresponding nu- 
meric key. 


Interference. 


Notes: 


@ No antenna is connected. 

@ The broadcast band is not set properly. 

@ The frequency of the desired station is 
not tuned. 


@ The preset station belongs to a frequency 
that cannot be received. 

@ The preset memory was cleared because 
the power cord had been unplugged for a 
long period of time. 


@ Noise due to ignition noise of an automo- 
bile. 

@ Noise due to an influence from an electric 
appliance. 

@ Noise due to a nearby TV set. 


@ Preset a station with a receivable frequen- 
cy. 
@ Preset the station again. 


@ Instail the outdoor antenna apart from the 
road. 
@ Turn off the power of the appliance. 


@ install the system more apart from the TV 
set. 


1. This system is microprecessor-controlled, so malfunction may occur due to external noise or interference noise. in such a case, unplug the 


power cord, plug it and turn power on again. 


If the trouble still persists, unplug the power cord and connect the power cord again while pressing the TUNER key of the input selectors. 
2. Do not use contact cleaners because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they may 


deform the plastic components. 


For the U.S.A. 

FCC WARNING: 
This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful in- 
terference unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate 
this equipment if an unauthorized change or modification is made. 


Manufactured under 


license from Dolby Laboratories 


Licensing Corporation. Additionally ficensed under one or 
more of the following patents: U.S. numbers 3,632,886, 
3,746,792 and 3,959,590; Canadian numbers 1,004,603 and 


1,037,877. 


"Dolby" and the double-D symbol [J[] are trademarks of 
Dolby Laboratories Licensing Corporation. 
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Specifications 


A\ Caution: Read this page carefully to ensure safe operation. 


SSS a a I a I I I i 


(Except for Europe) 
Audio section 


Rated power output at the STEREO operation 


{for the USA & Canada) 


100 watts per channel minimum RMS, both chan- 
nels driven at 8 ©, from 20Hz to 20,000Hz with no 
more than 0.06% total harmonic distortion. (FTC) 


(for other countries) 
(IHF '66) from 20Hz to 20,000Hz, 0.06% T.H.D., 


[SLs © Rp asteene Crete erat aren Per ne eet ee 110W + 110W 

Power output at the Surround operation 

Front (1kHz, 0.9% T.H.D. at 8 QQ)... 65W + 65W 

Center (1kHz, 0.9% T.H.D. at 8 Q)o.. ee ceeesees 65W 

Rear = (1kHz, 0.9% T.H.D. at 8 O).0000.. 15W + 15W 
Total harmonic distortion (1kHz, 8 Q)............ 0.03% at 50W 
Frequency response +0dB 

SB genre renee aver Mere Bente er 10Hz — S0kHz ~3dB 
Signal to noise ratio (IHF-A) 

PHONO (MM) uu... ecccecsecesseeeenes 78dB for SmV input 

CD, TAPE, VIDEO ou... 100dB for 200mV input 
Input sensitivity/impedance 

PHONO (MM) uu... ceessecesececssesssseeeeeeees 2.5 mV/47k Q 

COLTAPE, VIDEO ic3.sex, once scnrseeeestvelvestcens 200mV/47k Q 
Tone controls 

2] Ato he Re eee one een ee +10dB (at 100Hz) 

Bt i > | 8 cleneecerenaeterer eae eres Ee eee Pee OS +10dB (at 10kHz) 


Video section 


VIDEO Inputs/outputs........... 1 Vp-p, 75 Q unbalanced 


Note: 


FM Tuner section 


Tuning frequency range ..........cescseseeeeees 87.5MHz—-108MHz 
Antenna impedance ...... 300 Q balanced & 75 Q unbalanced 
Sensitivity (IHF) ........ cscs 10.8dBf (0.95 pV at 75 Q) 
50 dB quieting sensitivity 

MONO scscsdnreiren acca mide: 16.2 dBf (3.5 pV at 75 Q) 

STEREO sai atianetesecn 38.2 dBf (45 pV at 75 Q) 
Total harmonic distortion at 1,000Hz 

WON srsicas viscutearaesendhadotawscee seta s decent la eeuleceulths 0.3% 

STEREO sisnciitoaceae atin Gaccnere ye taeractecanacste ae 0.5% 
Signal to noise ratio at 65 dBf (!HF) 

MONO. ccscssbaveetantasacenesicsestavst atetod eect duce ataieduas 79dB 

DUE aie oaitutccashoeN wscuadintitacattasaititdaanclasauniense seen 73dB 
Selectivity (IHF + 400KHZ) ou... ceeeseeseescecesereceseseres 53dB 
Stereo separation (IHF at 1KHZ) oo... cc ceessccssesesesecssesens 40dB 
Frequency reSponse ...........sssesceeees 30Hz — 15 kHz has cc 


AM Tuner section 


Tuning frequency range 


KAZ SLED ahi ecserencsiecstisideatarodiceee 531kHz — 1,602kHz 
VOIAZ. SIOD aatecaaceitesssiens tents oeecmnavidon: 530kHz — 1,610kHz 
The U.S.A. and Canada oo... 530kHz — 1,700kKHz 

Usable Sensitivity ..............cc:ccessssessseeesssesens 12 wV/(400 p/m) 
Total harmonic CiStOrtion oc. cccesesscsssssecessceccsececsseeees 0.5% 
SIGNAL TG MOIS TAU acres seveacesssaes iotexaen ee tuistela heceeeit eos 50dB 
SOS C UNE cy vsnurs tei euiceres Micadataaveammieaddwcenctececetencss 23dB 
General 


Power consumption ...... 3A (The U.S.A. and Canada models) 
230W (IEC) (Other models) 


Dimensions .........:.:00.00.. 440 (W) x 147 (H) x 398 (D}) mm 
(17-5/16") x (5-13/16"} x (16-11/16") 

WINE (SE) s eceacv sis secevoadusess vasivuvsvesaidnicceracis 10.4 kg (22.9 Ib) 

AC outlets 

For U.S.A. and Canada switched x 3, total 200W, 1.6A max. 

For U.S. military... eee switched x 3, total 2OOW max. 

For other countries ................. switched x 1, 200W max 


KENWOOD follows a policy of continuous advancement in development. For this reason specifications may be changed without notice. 
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A Caution: Read this page carefully to ensure safe operation. 


(For Europe) 
Audio section 


Rated power output at the STEREO operation 
(IEC) from 63Hz to 12,500 Hz, 


O7 Fo UDG tS Sh eiainiaancarne 110W + 110W 
(DIN) 1,O00HZ at 8 QQ... ceecesssreeeeeee 120W + 120W 
Be NE ees ounnscennss Gosuaddvaletan 100W + 100W 
Power output at the Surround operation 
Front (1kHz, 0.9% T.H.D. at 8 Q) ow. 65W + 6S5W 
Center (1KHz, 0.9% T.H.D. at 8 QQ)... eeeeeeeeeeneee 65W 
Rear (1kHz, 0.9% T.H.D. at 8Q) w.... 15W + 15W 
Total harmonic distortion (1kHz, 8 Q)............ 0.03% at 50W 
Frequency response 
+0dB 
CD" wantariincsaieiacich Sonetant asaya 10Hz — 50kHz -3dB 
Signal to noise ratio (IHF-A) 
PHONO (MM) ........cecssecseececeeeseesees 78dB for 5mvV input 
CD, TAPE, VIDEO ..........cesseeeeee 98dB for 200mV input 
Signal to noise ratio (DIN weighted at 50mW output) 
PHONG: (MIMD scoceccgescssccetecects avesveadoctdecseistacsatermnest 57dB 
CD, TARE, VIDEO essalevncvticca dei cosaeiensstanteateasiaes acters 58dB 
Input sensitivity/impedance 
PHONG (MM) sccccnwieccccei cutee 2.5 mV/47k Q 
CD; TAPE VIDEO ico eee eheteteliee: 200mV/47k Q 
Tone controls 
BASS csi eicsivssaceea sete pernescteicdaatoremetade +10dB (at 100Hz) 
TIS xi eet tole steceu eres eeeesieeniel aed +10dB (at 10kHz) 
Video section 
VIDEO Inputs/outputs........... 1 Vp-p, 75 Q unbalanced 
Note: 


FM Tuner section 


TUNING freQUENCY TANGE ...........cceseseseeeeeeees 87.5MHz-108MHz 
Antenna impedance .............:ccccsceeessseceeees 75 Q unbalanced 
Sensitivity (DIN) 
WING): J cacessserecsuedcwedsSeteuesuacastetanenoripsvenevieeuusaetiens 1.2 UV 
SS EE sesaceectestesat ees ecseblateageas eoaterieasadaant ttete sae easees 40 nV 
Total harmonic distortion (DIN at 1kHz, 65.2dBf input) 
WIDING oso Fa ia adeaseevieceainites Neila pet aed 0.15% 
ASS ol |, Jaen a ee eee a ee 0.3% 
Signal to noise ratio (DIN weighted at 1kHz, 65.2dBf input) 
IMINO): -c, cscs nactesdasssivanteicesieunarattncxetdbel Mastoraseeteas 66dB 
SS TE isa cseuzscaslssshvate vend suadauaselatcha ia tineanatianvccnions wet 61dB 
Selectivity (DIN SOOKH 2): wisstacscssecctvacssventves sasssoucp cates 53dB 
Stereo separation (DIN) ........c.ccesseseceeeeeeseeees 45dB (at 1 kHz) 
Sub carrior suppression ratio (DIN) ................ 50dB (at 19kHz) 
60dB {at 38kHz) 
FreqUeNCy FESPONSE ........s.:ccceeseerees 3S0Hz — 15 kHz ios 
AM Tuner section 
Tuning frequency range ..............eeseeeeneeeee 531kHz ~ 1,602kKHz 
Usable SONSILIVITY ....:.0ssessersesessonsessesssevescesees 12uV/(400 pV/m) 
Total NAPMONIC CISTOFTION .........ccecesesesececeessesseeeeeestseeeeees 0.5% 
Signal tO NOISE TatlO sic scvesedeseasevesedeseresescneevantdecescrecasviance 50dB 
DIS GLIY RY gvaee cate kA aectds veseeaduasesecvaceuss voces tee dutareantaaeions 23dB 
General 
POWGEECONSUINPTION: sca: sccccicacsetceseiscdeascceretwes 230W (IEC) 
DIMENSIONS ........seeccerteeeeee’ 440 (W) x 147 (H) x 398 (D) mm 
WISE HIG) csersecttsntutasteevetiwevesuarronreemaenecteat ty 10.9kg 
AC OUUGt caaivciiticcesteineraceceses switched x 1 200W max. 


KENWOOD follows a policy of continuous advancement in development. For this reason specifications may be changed without notice. 


Stré6mbrytarens POWER beredskapslage 

Indikatorn STAND BY tands efter nétkabelns anslutning till ett 
vagguttag, oavsett strémbrytarens POWER till/franslag. Detta 
anger att en liten mangd strém leds till komponenten som stéd 
fér minnesinnehallet och ocksa fér att skydda de instaliningar, 
som lagrats iminnet, fér timerstyrda funktioner mot radering. 
Detta lage kallas fér beredskapslaget. Strémbrytaren pa 
ffarrkontrollen kan anvandas fér att sla pa och av str6mmen sa 
lange indikatorn STAND BY lyser. 


Virtanaéppadimen (POWER) valmiustila (STAND BY} 

Kun laitteen verkkojohto on liitetty pistorasiaan, valmiustilan 
merkkivalo syttyy riippumatta virtanappaimen (POWER) asen- 
nosta (ON/OFF). Merkkivalo osoittaa, etté laitteessa on hieman 
virtaa muistin sisaltdjen ja ajastintoiminnon yllapitoa varten. 
Tata tilaa kutsutaan valmiustilaksi. Kun valmiustilan merkkivalo 
{STAND BY) palaa, laitteen virta voidaan kytkea ja katkaista kau- 
kosdatimella. 


Afbrydertastens (POWER) STAND BY funktion 

Nar apparatets stromledning er tilsluttet en stikkontakt, lyser 
STAND BY indikatoren, uanset om der er teendt ved afbryderen 
pa apparatet eller ej. Det angiver, at apparatet bliver forsynet 
med en ganske lille maengde strem til opret-holdelse af hukom- 
melsens indhold og til timeren. Denne funktion kaldes STAND 
BY. Nar STAND BY indikatoren er teendt, kan strermmen til ap- 
paratet stds til og fra med fjernsty-ringsenheden. 


PA/AV-knappens Stand-by funksjon 

Nar stremledningen til dette anlegget er satt i en vek- 
selstremskontakt, vil STAND-BY indikatorlampen lyse enten 
PA/AV-knappen er pé- eller avslatt. Dette betyr at en viss meng- 
de strom tilfores anlegget slik at innholdet i minnet samt timer- 
funksjonen ikke gar tapt. Denne funksjonen kalles Stand-by. 
Nar indikatorlampen for STAND-BY er tent, kan strammen slas 
PA/AV fra fjernkontrollen. 
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